CCS- A quality manufacturer of custom and standard steel containers, serving the environmental, construction, energy, waste, and recycling industries. Check us out on our website today!
www.customcontainersolutions.com

## Heavy Duty Tub Style

| CY | Skid Length (A. inside) | Inside Height (B) | Inside Width (C) | Outside Length (includes Hookup) | Outside Height | Outside Width | LD <br> Estimated Weight | SD <br> Estimated Weight | HD <br> Estimated Weight |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| $\overline{\text { Columi }}$ | Columir | Column | Column 4 | Column 6 | Column | Column | Column | Column 1 | Column | Column 1 |
| $\begin{aligned} & 10 \\ & \mathrm{YD} \end{aligned}$ | 12' | 41" | $\begin{gathered} 88 " \\ \text { (Taper) } \end{gathered}$ | 156" | 51" | $\begin{gathered} 8 \prime \\ \text { (Taper) } \end{gathered}$ | 2275 | 2550 | 3050 | 3425 |
| $\begin{aligned} & 12 \\ & \text { YD } \end{aligned}$ | 12' | 48" | $\begin{gathered} 88 " \\ \text { (Taper) } \end{gathered}$ | 156" | 58" | $\begin{gathered} 8^{\prime} \\ \text { (Taper) } \end{gathered}$ | 2375 | 2650 | 3150 | 3525 |
| $\begin{aligned} & 15 \\ & \mathrm{YD} \\ & \hline \end{aligned}$ | 14' | 51" | $\begin{gathered} \hline 88 " \\ \text { (Taper) } \\ \hline \end{gathered}$ | 180" | 61" | $\begin{array}{\|c\|} \hline 8 \prime \\ \text { (Taper) } \\ \hline \end{array}$ | 2650 | 2950 | 3625 | 4075 |
| $\begin{aligned} & 20 \\ & \mathrm{YD} \end{aligned}$ | 22' | 44" | $\begin{gathered} 88 " \\ \text { (Taper) } \end{gathered}$ | 276" | 54" | $\begin{gathered} 8^{\prime} \\ \text { (Taper) } \end{gathered}$ | NA | 3800 | 4725 | 5350 |
| $\begin{aligned} & 25 \\ & \mathrm{YD} \\ & \hline \end{aligned}$ | 22' | 54" | $\begin{array}{c\|} \hline 88 " \\ \text { (Taper) } \\ \hline \end{array}$ | 276" | 64" | $\begin{array}{\|c\|} \hline 8 \prime \\ \text { (Taper) } \\ \hline \end{array}$ | NA | 4050 | 5025 | 5725 |
| $\begin{aligned} & 30 \\ & \mathrm{YD} \\ & \hline \end{aligned}$ | 22' | 64" | $\begin{array}{\|c\|} \hline 88 " \\ \text { (Taper) } \\ \hline \end{array}$ | 276" | 74" | $\begin{array}{\|c\|} \hline 8^{\prime} \\ \text { (Taper) } \\ \hline \end{array}$ | NA | 4400 | 5450 | 6250 |
| $\begin{aligned} & 40 \\ & \text { YD } \end{aligned}$ | 22' | 84" | $\begin{array}{c\|c} \hline 88 " \\ \text { (Taper) } \end{array}$ | 276" | 94" | $\begin{gathered} 8 \prime \\ \text { (Taper) } \\ \hline \end{gathered}$ | NA | 4900 | 6050 | 6900 |



Custom Container Solutions, LLC / 201 N. Industrial Park Rd. Milton, Pa 17847 / Toll Free 855-448-3288/

## Specifications:

| Floor Sheets | 1/4" Plate |
| :---: | :---: |
| Cross Members | 3" Structural Channel on 12" Centers |
| Side Rails | 3" Structural Channel |
| Gussets | 1/4" Gusset On Every Channel |
| Main Rails | $6 " \times 2$ " $\times 1 / 4$ " Structural Tubing |
| Wheels | 8" $\times 10$ " Rear Wheels |
| Bull Noses | 1-1/2" Plate |
| Guide Rollers | 4" x 6" Solid Wheel With Grease Fitting |
| Roller Arms | 1/2" Plate |
| Hook Plate | 1" Plate 11-1/2" $\times 39$ " Welded Solid Rail To Rail |
| Cable Hook | 1-1/4" High Tensile Plate Inserted Through Hook Plate, Locked In And Welded Fully On Both Sides |
| Side Sheets | 10 Gauge |
| Rear Posts | 7 Gauge Latch Post, $1 / 4$ " Hinge Post |
| Top Rails | 3" $\times 4$ " $\times 7$ Gauge Structural Tubing |
| Tie Down Bar | 5/8" Solid Round Bar |
| Ladders | 5/8" Solid Round Bar |
| Tailgate Sheet | 10 Gauge |
| Door Framing | 3" $\times 4$ " $\times 11$ Gauge Structural Tubing |
| Hinges | 1/2" Plate, 3" $\times 4$ " On Door and 7" x 8" On Sidewall |
| Latch System | 1/2" Heavy Duty Self Aligning Vertical Lift |
| Safety Chain | 3/8" High Test Chain w/ Receptors On Both Sides |
| Paint | PPG Low VOC Acrylic Enamel |

